
MFJ . . . The World Leader in Ham Radio Accessories!                                 27

MFJ UHF/VHF/HF Dummy Loads
MFJ VersaLoadTM kW Dummy Load

MFJ-250X
VersaLoadTM KW
dummy load lets you
tune up fast! Run 1KW
CW or 2 KW PEP for
10 minutes. 

Run 1/2 KW CW
or 1 KW PEP for 20
minutes.  Run contin-
uous duty with 200
Watts CW or 400 W

PEP.  Complete with derating
curve.  Quality 50 ohm non-
inductive resistor.  

Use transformer oil (not included). Low
VSWR to 400 MHz.  Under 1.2:1 to 30
MHz.  1.5:1 for 30-300 MHz. 2:1 for 300-
400 MHz.  SO-239 connector and vented
for safety.  Removable vent cap.  Carrying
handle.  71/2 inches. high by 65/8 diameter. 

MFJ-250, $69.95. Includes trans-
former oil (no PCB). Ship Code D.

Industrial Grade Transformer Oil
MFJ-21, $29.95. 1 gal. industrial grade

transformer oil, (no PCB). Ship Code C.

Dry 1.5 kW UHF/VHF/HF Load
This is ham

radio’s most
versatile 50
ohm dummy
load.  

Works with
all radios from
160 Meters to
650 MHz and
from QRP to
the full 1500
watt legal limit.  

SWR below 1.3 to 650
MHz and below 1.1 at 30 MHz.
Handles 100 watts for 10 min-
utes, 1500 Watts for 10 seconds.  

Strong lightweight aluminum construc-
tion.  Compact 3Wx3H x9D inches. 

Has MFJ’s famous No Matter WhatTM

one year limited warranty.  
MFJ-264N, $84.95. Similar to MFJ-

264 but with type “N” connector.
Coax Patch Cable

MFJ-5803, $5.95.  3 foot coaxial line
with PL-259 connectors.   Shipping code A

Dry 300 Watt VHF/HF Dummy Load
Air cooled,

non-inductive
resistor is housed
in a perforated
metal housing.  

Has SO-239
connector.  Full
load for 30 sec-
onds.  Silk-
screened derating curve to 5
minutes.  

Handles 300 Watts.  SWR
below 1.1:1 to 30 MHz, 1.5:1 from 30 to
650 MHz.  A super compact 21/4x21/4x7
inches.  

MFJ-260CN, $49.95. Similar to MFJ-
260C but with type “N” connector.

Coax Patch Cables
MFJ-5803, $6.95. 3-foot RG-58 coaxi-

al line with PL-259 connectors.  
MFJ-5806, $9.95. 6-foot RG-58 coax. 
MFJ-5809, $11.95. 9-foot RG-58 coax.
Also available in RG-8X and RG-213.
See page 9 for more details. 

MFJ-250X
$4995

Ship Code A

MFJ-264
$7495

Ship Code A

MFJ-260C
$3995

Ship Code A

Filters and reduces
AC power line RFI,
hash, noise, transients,
surges generated by computers, motors, RF transmitters,
static/lightning by 30 db and up to 60-80 dB with a good earth
ground. Super fast, nano-second overvoltage protection.

Provides inductive isolation, capacitive decoupling, RFI rejec-
tion, overvoltage protection of both common mode and differential
signals. Rejects/shunts undesired signals to ground.  Four 3-wire,
15 Amp, 120 VAC outlets spaced for large adapters. 25 Amps/3000
Watts maximum. Fused, has 51/2 ft. cord, wing nut for ground.
Mounting holes. Aluminum case is 12Wx31/2Hx2D inches.

MFJ Transceiver Surge Protector
MFJ-1163, $69.95.
Protects your expensive transceiver/equip-
ment from damaging power surges.
Capacitive decoupling and ultra-fast 120
VAC/25A/3000 Watt MOVs protection. Four 3-prong
grounded AC outlets.

MFJ-1164B
$7995

Ship Code B

MFJ AC Line RFI Filter MFJ Ultrasonic Receiver
pinpoints power line noise

HF and VHF oper-
ation can be affected
by noise on the bands
which makes it hard
to hear the weaker
stations and adds to
your fatigue. 

Many times the noise is coming
just outside your doorway, from the
power lines.  Power companies are
usually very willing to help out with
noise issues, but not all companies in
this age of financial limitations will
have the necessary equipment or
trained personnel to properly locate
nearby noise sources.  

MFJ-5008 aids you in locating the
noise sources generated by corona discharge and arcing compo-
nents on the power system.  This device is an acoustic receiver
tuned to the ultrasonic range of 40 KHz allowing you to hear the
ultrasonic noise generated by the corona discharge and arcing con-
nections that generate the power line static on your radio. 

Using an 18-inch diameter plastic dish giving a narrow
beamwidth to pin point noise sources to less than 12 inches at 50
feet.  The dish also has a short focal point making the overall front
to back depth just seven inches.  With the handle mounted close to
the dish, the center of gravity is closer to the handle reducing
fatigue on the hand from the weight pulling down in front.  

An ultrasonic transducer mounted inside a sturdy metal support
helps reduce dish bending and warping.  Targeting holes built into
the transducer mount and on the dish are aligned with the beam of
the dish allowing you to pinpoint the noise sources on the pole.  

Receiving electronics are mounted on the handle for convenient
operation.  Operates on a standard 9-Volt battery (not included).
The gain of the receiver is such that you can receive noise generat-
ed from power line sources from several hundred feet away.  A 3.5
mm headphone jack lets you use any stereo or mono headphones. 

Not only can you use the MFJ-5008 to find power line noise
sources, you can also listen to a wide range of nature sounds!  In
the ultrasonic range bats, birds, and insects can easily be heard.  

MFJ-5008 can give you a whole new perspective on
the wildlife around you.  It can also help locate mechani-
cal noise sources in the ultrasonic range.  Measures
201/2Wx191/2Hx7D inches. Weighs just 2.5 pounds. 

MFJ-392B, $24.95. MFJ’s Communication Head-
phones are the perfect companion for your MFJ-5008. 

MFJ Remote A/C 
On/Off Switch Controller

Turn ON or OFF your rig and
accessories remotely with this MFJ
remote AC switch controller.  

Operating your station remotely
can be hazardous! Don’t let your

radio get stuck on transmit or having
your computer locked up when operating
remotely.  Turn off or just reset everything with
the MFJ-1172 remote AC controller.  

Installation is easy.  Simply plug in your equipment to be con-
trolled in the AC socket of the MFJ-1172 and the DC control line
from your remote control equipment such as the MFJ Remote
ShackTM.  MFJ-1172 requires control voltage from 4.5 VDC to 12
VDC.  Output is 110 VAC at 15 Amps. 64 inch cord and AC plug.

Compact 3Wx4Hx21/8D inches.  AC input 110V. 
Read Voltage 95-135 Volts with MFJ-850B
MFJ-850B, $24.95. Color coded scale lets you read volt-
age from 95-135 Volts, 2% accuracy. Built-in AC socket,
so you don’t lose the outlet.  21/4Wx21/4Hx11/2D inches.
It’s perfect for the ham shack and motorhomes!

MFJ-5008
$17995
Ship Code B

MFJ-1172
$13995
Ship Code A

New!

New!


